CASING END SEAL

PUSH-ON SINGLE GASKET
OR MECHANICAL JOINT DI
CARRIER PIPE RESTRAINED
THROUGH CASING

NOTE:

HARNESS LUGS WELDED
TO CASING BOTH ENDS

s

[ H

STEEL CASING PIPE
(SEE TABLE BELOW
FOR SIZE AND WALL
THICKNESS)

OVERALL PIPE
JOINT DIMENSION

3 SKIDS PER 20
PIPE LENGTH

(SEE SHEET 26)
STEEL SKID CLAMP
T X11|-: RODS AND CLAMPS
NEOPRENE OR PVC NOTES:

RUNNER 1.

—SLED DETAIL

SEE SHEET 29 FOR CASING LENGTH.

2. HARNESS LUGS TO BE INSULATED FROM DI PIPE
(SEE SHEET 37).

STEEL CASING PIPE

NEOPRENE OR PVC
RUNNER

STEEL SKID CLAMP

CASING PIPE
CNOMINAL o MIN OD MIN_ WALL

4" 127 0.188"
6" 16" 0.25"
8" 18" 0.282"
12" 22" 0.344"
16" 28" 0.406"
20" 32" 0.469"

TRENCH LAID CASINGS SHALL BE DESIGNED
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